
PROVIDE STANDARD 72" CONCRETE
WHEEL STOPS AT ALL EXISTING PARKING
SPACES TO REMAIN.  INSTALL PER
MANUFACTURER'S RECOMMENDATIONS

APPROX. LOCATION OF

FUTURE HANDICAP

ACCESSIBLE

CURB RAMP AND

CROSSWALK.  (N
OT IN

CONTRACT)

CONCRETE SIDEWALK

8' x 6' PIT-MOUNTED SCISSOR
DOCK LIFT. SEE MANUF. SPECS. FOR
PIT DIMENSIONS, INSTALLATION DETAILS, AND
LOCATION AND SIZE OF DOCK BUMPERS

PROVIDE FLUSH CURB AS SHOWN.  MATCH EXISTING
GRADE ALONG BOTTOM OF CURB.  RESTORE
DAMAGED ASPHALT PAVEMENT AS NEEDED WITH
CLEAN SAWCUT AND SEALED JOINTS.

VERTICAL CURB

6" HIGH CONC. CURB
2

CS151

CONCRETE LOADING DOCK.  SEE
STRUCTURAL PLANS FOR
REINFORCEMENT, FOUNDATIONS,
ETC.

CS151

CONCRETE DRIVE
ENTRANCE

8

7
CS151

CONCRETE SIDEWALK
1

CS151

LEVEL LANDING
6'-0" x 6'-0"

CS151
1

CONCRETE SIDEWALK
(HANDICAP-ACCESSIBLE)CS151

VERTICAL CURB

1

CONCRETE STEPS.  SEE STRUCTURAL
PLANS FOR REINFORCEMENT,
FOUNDATIONS, ETC.

6'-0"

18'-4" DRIVEWAY

8'-6"

CONCRETE SIDEWALK
(NON-ACCESSIBLE, THIS SECTION ONLY)

CONCRETE SIDEWALK
(HANDICAP-ACCESSIBLE)

APPROX. LOCATION OF
FUTUREHANDICAP
ACCESSIBLE CURB RAMP AND
CROSSWALK.  (NOT IN
CONTRACT)

CURB RAMP
CS151

9

CONCRETE STEPS
RAILING NOT SHOWN
FOR CLARITY

6" PVC

6'-
0"

PEDESTRIAN CROSSWALK
10

CS151

RAMP FOR DISABLED PERSONS
RAILINGS NOT SHOWN FOR CLARITY

RAMP FOR DISABLED PERSONS
RAILINGS NOT SHOWN FOR CLARITY

RAMP FOR DISABLED PERSONS
RAILINGS NOT SHOWN FOR CLARITY

EXTEND CURB AFTER REMOVAL OF
CONCRETE SIDEWALK.  RESTORE OR
REPAIR EXISTING CURB AS NEEDED.

RESTRIPE EXISTING PARKING SPACES AS NEEDED
TO RESTORE LINE STRIPING TO EXISTING.
COORDINATE WITH VA.

EXISTING 6" CI PIPE TO BE REPLACED FROM MANHOLE TO
MANHOLE WITH SDR-35 PVC PIPE OF MATCHING SIZE, SLOPE
AND INVERT ELEVATIONS.  PROVIDE SUITABLE, WATERTIGHT
CONNECTION TO MANHOLES, PARGE AS NEEDED.  ENCASE NEW
PIPE WITHIN MIN. 12" DIA. STEEL CASING PIPE WITH 1/4" WALL
THICKNESS, UNDER THE BUILDING AND LOADING DOCK AREA.
PROVIDE SUITABLE SPACERS AND SYNTHETIC RUBBER END
SEAL WITH STAINLESS STEEL BANDS TO PREVENT LATERAL
MOVEMENT OF ENCASED PIPE.

LEVEL LANDING
6'-0" x 6'-0"

C.O.

R.D.

R.D.

CURB CUT 1'-0" (TYP)
FOR DRAINAGE

EXISTING 8" MPS, 2 12" PC AND ASSOCIATED CONCRETE TRENCH
TO BE REPLACED AND RELOCATED STARTING BEYOND
BUILDING FOUNDATION TO MANHOLE AS SHOWN .

CHILLED WATER AND CHILLED
WATER RETURN LINES TO BE
REPLACED WITH
PRE-INSULATED SCHEDULE 80
AND RELOCATED AS SHOWN.

3'-0"

5'-
0"

5
CS152

CS151
8

6'-
0"

CS152
8

CS152
9

MIDPOINT OF PROPOSED STEAMLINE
REALIGNMENT. LOCATION OF U-BEND.

15°

15°

15°

15°

CS152
10

CS152
11

DIRECT CONNECT NEW ROOFDRAIN LEADER TO NEW 6" PVC
STORMWATER PIPE

DIRECT CONNECT NEW ROOFDRAIN
LEADER TO NEW 6" PVC
STORMWATER PIPE. PROVIDE
CLEANOUT AT JUNCTION.

C.O.

MEET EXISTING GAZEBO ENTRANCE WITH NEW
CONCRETE LANDING.  PROVIDE POSITIVE DRAINAGE
TOWARDS EDGES OF LANDING (TYP).

SITE LAYOUT LEGEND

NOTE: REFER TO THE EXISTING FEATURES PLAN  FOR THE EXISTING FEATURES LEGEND

DRAWING NUMBER WHERE DRAWN

NEW  HEAVY DUTY CONCRETE DRIVEWAY

X

XXXX
SECTION LETTER

DRAWING NUMBER WHERE DRAWNXXXX

X DETAIL NUMBER

NEW BITUMINOUS ASPHALT

NEW CONCRETE SIDEWALK, CURB, ETC.

EXISTING MINOR CONTOURS
(1-FT INTERVALS)

EXISTING MAJOR CONTOURS
(5-FT INTERVALS)

NEW CONCRETE CURB

CS151
5

CS151
3
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BUILDING 9 -

SECOND FLOOR RENOVATION

542-13-105

1400 Blackhorse Hill Road

Coatesville, PA 19320

9

05/12/14

FULLY SPRINKLERED

BID DOCUMENTS

125

SITE LAYOUT PLAN

CS111

1

1. THE EXACT LOCATION AND DEPTH OF EXISTING UTILITIES MUST BE FIELD-VERIFIED BY THE

CONTRACTOR PRIOR TO CONSTRUCTION OF PROPOSED IMPROVEMENTS.

2. IN ACCORDANCE WITH THE ACT 287 PA ONE CALL SYSTEM (1974), OR AS AMENDED, THE CONTRACTOR

MUST CALL THE FOLLOWING PHONE NUMBER AND NOTIFY ALL AFFECTED UTILITY COMPANIES OF THE

INTENTION TO EXCAVATE NO LESS THAN THREE (3) WORKING DAYS PRIOR TO EXCAVATION ACTIVITIES.

PENNSYLVANIA CALL BEFORE YOU DIG: 1-800-242-1776.

3. ALL DIMENSIONS TO CURBS ARE TO BE TAKEN TO CURB FACE.

4. PROVIDE CONTINUOUS EXPANSION JOINT AND SEALANT AT INTERFACE OF ALL CONCRETE PAVING AND

CURBS, BUILDING FACES, AND EXISTING CONCRETE OR ASPHALT SURFACES.

5. CONTRACTOR IS RESPONSIBLE FOR DAMAGE INCURRED DURING CONSTRUCTION INCLUDING ASPHALT,

CONCRETE, ETC. AND SHALL RESTORE ANY DAMAGED SURFACE PER DETAILS INCLUDED HEREIN.

SITE LAYOUT GENERAL NOTES

SITE LAYOUT PLAN

LIGHTING BOLLARD.  COORDINATE
WITH SITE ELECTRICAL PLAN, SHT E002

RB CMP

13

sbucha
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